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Technical Datasheet

Liquid Heater

QDBK Liquid Heater Aluminum tube
HPG (HL) 5/24 96x45 100-240V

Flow through liquid heater
with U-shaped Aluminum tube

Prepared: 9/9/2008

Specification Table
Voltage (V) 100-240VAC
Power (230V) 300W (700ml/min 20°C)
Inrush Current (230\/) <10 A Leadwires not shown to scale
Aluminum
Tube Length = 125mm +2
: AWG 20
Leadwire Length = 110mm £5.0
Protection Class II
. Leadwire length B 9541 +1 ] 22.15 £0.5
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Technical Datasheet

Liquid Heater

QQDBK Liquid Heater Stainless steel tube
HPG (HL) 5/24 96x45 100-240V

Flow through liquid heater
with straight stainless steel tubes

Prepared: 9/9/2008

Specification Table
Voltage (V) 100-240VAC
Power (230V) 300W (700ml/min 20°C)
Inrush Current (230V) <10 A Leadwires not shown to scale
Stainless Steel
Tube Length = 120mm +1
: AWG 20
Leadwire Length = 110mm +5.0
Protection Class II
. Leadwire length 95,41 £1 ) 22.15 0.5
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Technical Datasheet

Liquid Heater

(QDBK Liquid Heater Aluminum tube
HPG (HL) 10/24 176x45 220-240V

Flow through liquid heater
with U-shaped AL tube

Prepared: 10/3/2008

Specification Table
Voltage (V) 220-240VAC
Power (230V) TBA (700ml/min 20°C)
Inrush Current (230V) <22 A
i Leadwires not shown to scale
Tibe Stainless Steel
Length = 203mm =+1
. AWG 18
LEsthiwe Length = 110mm +5.0 DRAFT
Protection Class II

Leadwire Length
176 +1 12 e 22.15 0,5
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Technical Datasheet

Liquid Heater

QDBK Liquid Heater Stainless steel tube
HPG (HL) 10/24 176x45 220-240V

Flow through liquid heater
with straight stainless steel tubes

Prepared: 9/30/2008

Specification Table

Voltage (V) 220-240VAC
Power (230V) TBA (700ml/min 20°C)
Inrush Current (230V) <22 A
. Leadwires not shown fo scale
Tube Stainless Steel

Length = 200mm +1

Leadwire LengthA=W im0 DRAFT

Protection Class II
Leadwire Length 176 £] 12, 22.15405
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Technical Datasheet

Liquid Heater
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